URESTONE CAULK CALCULATOR
2 x 4 Panels Caulking one layer (as wainscot KEYS ONLY)

CAULKING | CAULKING QTY OF TUBES
INCHES LINEARFT | RATE* PANELS | NEEDED
GLUEING TONGUE AND GROOVE 28 2.3 20 1 0.1
CAULKING PANEL 28 23 10 1 0.2
Sub Total 0.4
1/3t0 1/2
KEYS - LINEAR INCHES 28 ROUND — _oc oeR
2 x 4 Panels Caulking multiple layers
CAULKING | CAULKING QTY OF TUBES
INCHES LINEARFT | RATE* PANELS | NEEDED
GLUEING TONGUE AND GROOVE 76 6.3 20 1 0.3
CAULKING PANEL 76 6.3 10 1 0.6
Sub Total 1.0
1T011/4
ROUND
ONE SIDE + LENGTH 76 PER PANEL
WAINSCOT Panels Caulking
CAULKING | CAULKING QTY OF TUBES
INCHES LINEARFT | RATE* PANELS | NEEDED
GLUEING TONGUE AND GROOVE 54 4.5 20 1 0.2
CAULKING PANEL 54 4.5 10 1 0.5
Sub Total 0.7
3/4-1PER
ROUND
KEYS + LENGTH 54 PANEL
] *
4X8" PANELS multiple layers
CAULKING | CAULKING QTY OF TUBES
INCHES LINEARFT | RATE* PANELS | NEEDED
GLUEING TONGUE AND GROOVE 151 12.6 20 1 0.6
CAULKING PANEL 151 12.6 10 1 13
Sub Total 1.9
13/4702
ROUND
KEYS + LENGTH 151 PER PANEL
* linear feet per tube - YIELD
YIELD
GAP SIZE TO CAULK 1/4" X 1/4" | 3/8"x3/8" | 3/8" X 1/2" | 3/8" X 5/8"
LINEAR FT per TUBE 25 11 9 7
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